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TECHNICAL DATA SHEET

FS-EX320
SafeLink Snatch Block 

Features and Benefits

User Weight Capacity

Standards Compliant With

Weight

Length

Width

Breaking Strength

The SafeLink Snatch Block is a heavy duty pulley used for easy 
setup of the Safewaze SafeLink HLL System.

ANSI 130-310 lbs (140.6 kg)
OHSA up to 420 lbs (191 kg)

4.5 lbs (2 kg)

9” (228.6 mm) overall

3” (76.2 mm) at widest point

5,000 lbs. minimum

ANSI N/A
OSHA 1926.502

Snatch Block Powder coated tensile steel

Material Specifications:

3300

Tension Activation Window
To Ensure Proper Activation Of The 

Tensioner, Watch For Spring Compression 
And For The Indicator Deployment At The Top 

150 lbs.(68kg)- 400 lbs.(181.4kg)

400 lbs.(181.4kg)- 600 lbs.(272.2kg) 

600 lbs.(272.2kg)- 650 lbs.(295kg) 

ALUMINUM POST
FS-EX5501-5

CARABINER
FS1015

STOPLINK BRAKE
019-8044

CABLE
FS-EX2500-00

FIST-GRIP
CABLE CLAMPS

019-8050

SHOULDER 
EYE-BOLT
FS-EX2508

CARABINER
FS1015

SNATCH 
BLOCK

FS-EX320 (Built-in Tension
Indicator)

MACHINE PRESSED 
CABLE CLAMPS 

(THIMBLE EYE END) 
OF CABLE

SHOULDER 
EYE-BOLT
FS-EX2508
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